With over 25 years of experience, Ammbusher is a brand that can be
trusted for building safe and reliable Heavy Duty Brush Cutters. Safety for
operators, bystanders and property was the leading factor when it came
to the design of our brush cutter. Since 2007 we have used our simple and
safe intake door that allows for larger trees to enter the blade cutting area.
Our reliable design prevents the door from getting stuck in a potentially

unsafe position.

Eeatures:|

+ Ability to cut vegetation up to 7” diameter

* Ability to cut grass efficiently

* 4 Blade, Heavy Duty Blade Carrier

*  Optional Carbide Stump Grinding Teeth

» Simple Intake Door allows trees to enter the blade cutting area

« Built in hydraulic pressure gage to help the operator monitor machine
performance

* Heavy Duty Push Bar designed to push brush and trees down in front of
cutter, not to the sides

* Replaceable Wear Shoes

* Spindle Interrupters to help prevent wire, twine and vegetation from wrapping
around the drive shaft

*  Completely balanced prior to shipping

» Every unitis tested and operated before leaving the factory to ensure that it's
ready for work

¢ Front of Mower Deck is constructed of 3/8” steel
* Main Deck is constructed of 1/4” steel
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Built-in Pressure Relief Valve to protect the hydraulic motor and for fast blade
rotation shut down

* Front Chain Curtain to help prevent unsafe discharge

» Blades are safely concealed unless engaging a tree
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SOLARIS AMMBUSHER

M-SERIES
MAX. CUT BLADE  BLADE BLADE TIP SPEED APPROX.
MODELX  WIDTH  GPM DESCRIPTION epsciry [RBLADESY o orec uisrenia wneen ey WEIHT
AM601-8 14-17 1,225 | 14,881
AMG01-10 60" | 18-21 STANDARD BRUSH MOWER 3 2 172" rg;ggn 12,605 = 14,706 | 1,115LBS.
AM601-12 22-28 12,838 | 16,340
AM720-10 15-18 12,605 | 15,126
AM720-12 72" | 19-23 STANDARD BRUSH MOWER 3 2 172" FgI}gI[E]I] 13,305 | 16,107 | 1,400 LBS.
AM720-14 27-29 16,207 = 17,407
D-SERIES
MAX. CUT BLADE  BLADE BLADE TIP SPEED APPROX.
MODELS LEE AL capacry  #BUADES  rucKNESS MATERAL yypem maxpew | WEIGHT
AD720 -30 19-26 12,724 | 18,995
. CLOSED FRONT, HEAVY DUTY , , 5160
AD720-40 72" | 27-35 BRUSH CUTTER 6 4 172 ropcep | 13995 | 19,169 179518S.
AD720-45 36-45 16,054 | 19,482
AD720C-30 19-26 12,724 | 18,995
. CLOSED FRONT, HEAVY DUTY BRUSH , . 5160
ADT200-40 72" | 2735 “oyrren CARGIDE BLADE CARRIER 6 4 172 ropcep | 13995 | 19,169 2,10518S.
AD720C-45 36-45 16,054 | 19,482
AD720E-30 19-26 12,724 | 18,995
. OPEN FRONT, BRUSH CUTTER, . , 5160
AD720E-40 72" | 27-35 STANDARD BLADE CARRIER 6 4 172 roRoep | 13555 | 19,169 | 1,835LBS.
AD720E-45 36-45 16,054 | 19,482
AD720CE-30 19-26 12,724 | 18,995
. X OPEN FRONT, BRUSH CUTTER, , . 5160
AD720CE-40 72" | 27-35 CARBIDE BLADE CARRIER 6 4 172 roRoep | 13955 | 19,169 | 2,005 LBS.
AD720CE-45 36-45 16,054 | 19,482

M-SERIES

BLADE  BLADE BLADE TIP SPEED APPROX.

MAX. CUT
MODEL # WIDTH  GPM DESCRIPTION H#BLADES v ickNESS  MATERIAL e DERRERRE  WEIGHT

CAPACITY

HIGH FLOW, CLOSED FRONT, HEAVY
AC7200 DUTY BRUSH CUTTER, CARBIDE TEETH 2380 LBS.
12 30+ 7 1 3/4 | ARAOD | 10977 | 14,636
HIGH FLOW, OPEN FRONT HEAVY DUTY
AC720CE BRUSH CUTTER, CARBIDE TEETH 2270 LBS.






